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Substrate Preparation 

Ensure that the substrate is 
contaminant free. 

Wax, paint, curing compounds or a 
burnished surface will restrict access to 

the concrete's interior. They must be 
chemically or mechanically removed for 
the Oxtek product to penetrate and to 

perform its intended function. 

Click the link below to watch the video.

Substrate Preparation

https://youtube.com/shorts/lrAeFh7YuCE
https://youtube.com/shorts/lrAeFh7YuCE
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REMOVE DUST 

When all of the surface 
contamination has been 

removed, use a vacuum and a 
damp mop to remove any dust 
prior to the application of the 

specified Oxtek product.

Click the link below to watch the video. 

Remove Dust 

https://www.youtube.com/watch?v=-3yvnjKFdAQ
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Porosity Testing 

Test for adequate porosity by 
spraying water onto the concrete 

surface, if the water doesn't 
penetrate into the concrete within 

two minutes then the Oxtek 
product will not function as 

intended and may be ineffective. 

Mechanical abrading may be 
required to open the pores to allow 

the product to penetrate.

Click the link below to watch the video.
Porosity Testing 

https://www.youtube.com/watch?v=Qgu2K4TVh9k
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Application By Spray Method

• Apply at minimum rate of 5M² per litre
with an overlapping spray pattern of
50%. Apply with a low-pressure non-
atomising, spray apparatus such as a
pump or battery pack sprayer.

• Using a soft broom sweep and spread
out puddled product as it penetrates.
Do not allow product to puddle dry on
the surface. If product gels on the
surface remove with a squeegee.

• Before applying any paint, coatings or floor 
coverings wait 24 hours after application of 
the Oxtek product

• Caution:  Oxtek products may etch glass, tiles 
or dull shiny aluminium. It is not hazardous to 
breathe. However, we do recommend the use 
of a face mask during application.

Click the link below to watch the video. 
Application by Spray Method

https://www.youtube.com/watch?v=4TduVdbxxCw
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